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(x) After Janaury 1, 2004, if the vessel is 26 
years old or older and has a single hull, or is 
31 years old or older and has a double bottom 
or double sides; 

(xi) After January 1, 2005, if the vessel is 25 
years old or older and has a single hull, or is 
30 years old or older and has a double bottom 
or double sides; and 

(3) In the case of a vessel of at least 30,000 
gross tons— 

(i) After January 1, 1995, if the vessel is 28 
years old or older and has a single hull, or is 
33 years old or older and has a double bottom 
or double sides; 

(ii) After January 1, 1996, if the vessel is 27 
years old or older and has a single hull, or is 
32 years old or older and has a double bottom 
or double sides; 

(iii) After January 1, 1997, if the vessel is 26 
years old or older and has a single hull, or is 
31 years old or older and has a double bottom 
or double sides; 

(iv) After January 1, 1998, if the vessel is 25 
years old or older and has a single hull, or is 
30 years old or older and has a double bottom 
or double sides; 

(v) After January 1, 1999, if the vessel is 24 
years old or older and has a single hull, or is 
29 years old or older and has a double bottom 
or double sides; 

(vi) After January 1, 2000, if the vessel is 23 
years old or older and has a single hull, or is 
28 years old or older and has a double bottom 
or double sides; 

(d) Except as provided in paragraph (b) of 
this section— 

(1) A vessel that has a single hull may not 
operate after January 1, 2010, and 

(2) A vessel that has a double bottom or 
double sides may not operate after January 
1, 2015. 

NOTE: Double sides and double bottoms 
must meet the requirements in § 157.10d(c) or 
(d), as appropriate. A vessel will be consid-
ered to have a single hull if it does not have 
double sides and a double bottom that meet 
the requirements in § 157.10d(c) and 
§ 157.10d(d). To determine a tank vessel’s dou-
ble hull compliance date under OPA 90, use 
the vessel’s hull configuration (i.e., single 
hull; single hull with double sides; or single 
hull with double bottom) on August 18, 1990. 
The conversion of a single hull tank vessel to 
include only double sides or only a double 
bottom after August 18, 1990, will not result 
in a change of the vessel’s originally sched-
uled phase-out date. The conversion of a sin-
gle hull tank vessel to a double hull tank 
vessel meeting the requirements of § 157.10d 
complies with OPA 90. 

[CGD 90–051, 57 FR 36245, Aug. 12, 1992, as 
amended by USCG–1999–6164, 65 FR 39262, 
June 23, 2000] 
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Subpart A—General 

SOURCE: CGD 85–010, 52 FR 7761, Mar. 12, 
1987, unless otherwise noted. 

§ 158.100 Purpose. 
This part establishes the following: 
(a) Criteria for determining the ade-

quacy of reception facilities. 
(b) Procedures for certifying that re-

ception facilities are adequate for re-
ceiving— 

(1) Oily mixtures from oceangoing 
tankers and any other oceangoing 
ships of 400 gross tons or more; 

(2) NLS residue from oceangoing 
ships; or 

(3) Garbage from ships. 
(c) Standards for ports and terminals 

to reduce NLS residue. 

[CGD 85–010, 52 FR 7761, Mar. 12, 1987, as 
amended by CGD 88–002, 54 FR 18407, Apr. 28, 
1989; USCG–2000–7641, 66 FR 55573, Nov. 2, 
2001] 

§ 158.110 Applicability. 
(a) Subparts B, C, and E apply to 

each port and each terminal located in 
the United States or subject to the ju-
risdiction of the United States that 
is— 

(1) Used by oceangoing tankers, or 
any other oceangoing ships of 400 gross 
tons or more, carrying oily mixtures, 
or by oceangoing ships to transfer 
NLSs, except those ports and terminals 
that are used only by— 

(i) Tank barges that are not config-
ured and are not equipped to ballast or 
wash cargo tanks while proceeding 
enroute; 

(ii) Ships carrying NLS operating 
under waivers under 46 CFR 153.491(b); 
or 

(2) A ship repair yard that services 
oceangoing ships carrying oil or NLS 
residue. 

(b) Subpart D applies to each port 
and terminal located in the United 
States or subject to the jurisdiction of 
the United States. 

[CGD 88–002, 54 FR 18407, Apr. 28, 1989, as 
amended by USCG–2000–7641, 66 FR 55574, 
Nov. 2, 2001] 

§ 158.115 Penalties for violation. 
(a) A person who violates MARPOL 

73/78, the Act, or the regulations of this 
part is liable for a civil penalty not to 
exceed $25,000 for each violation, as 
provided by 33 U.S.C. 1908(b)(1). Each 
day of a continuing violation con-
stitutes a separate violation. 

(b) A person who makes a false, ficti-
tious statement or fraudulent represen-
tation in any matter in which a state-
ment or representation is required to 
be made to the Coast Guard under 
MARPOL 73/78, the Act, or the regula-
tions of this part, is liable for a civil 
penalty not to exceed $5,000 for each 
statement or representation, as pro-
vided by 33 U.S.C. 1908(b)(2). 

(c) A person who knowingly violates 
MARPOL 73/78, the Act, or the regula-
tions of this part is liable for a fine for 
each violation, of not more than $50,000 
dollars, or imprisonment for not more 
than 5 years, or both, as provided by 33 
U.S.C. 1908(a). 

[CGD 88–002, 54 FR 18407, Apr. 28, 1989] 

§ 158.120 Definitions. 
As used in this part: 
Bunker oil means oil loaded into 

bunker tanks for use as fuel. 
Captain of the Port (COTP) means the 

Coast Guard officer commanding a 
Captain of the Port Zone described in 
Part 3 of this chapter. 

Certificate of Adequacy means a docu-
ment issued by the Coast Guard or 
other authorized agency that certifies 
a port or terminal meets the require-
ments of this part with respect to re-
ception facilities required under the 
Act and MARPOL 73/78, and has Form 
A, Form B, or Form C attached. 

Clean ballast has the same meaning as 
in § 157.03(e) of this chapter. 

Commandant means Commandant, 
U.S. Coast Guard. 
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